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ENTRitech”

AUDIO ONLY

Audio door entry systems

The easy-to-install ENTRitech range has been designed for
use within a wide range of applications including residential,
commercial & industrial properties.

ENTRitech uses up to date technology and is presented in a
sleek, modern series of designs supplied in 17 gauge 1.367mm

thick stainless steel.

This modular system is supplied in easy to order kit form with
flush kit options available from 1 way to 18 way.

Available in easy kit form...

D/ENT/AUDIO/1
D/ENT/AUDIO/1/FL
1 way audio kit c/w stainless
steel 1 button call station, 1
power supply & 1 phone

D/ENT/AUDIO/2
D/ENT/AUDIO/2/FL
2 way audio kit c¢/w stainless
steel 2 button call station, 1
power supply & 2 phones

D/ENT/AUDIO/4
D/ENT/AUDIO/4/FL

D/ENT/AUDIO/6
D/ENT/AUDIO/6/FL
6 way audio kit c/w stainless
steel 6 button call station, 1
power supply & 6 phones

4 way audio kit ¢/w stainless
steel 4 button call station, 1
power supply &4 phones

E GET INTERACTIVE

www.channelsafety.co.uk/door-access/
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Features

Simple to install

Robust stainless steel construction and vandal resistant, modular call
station

1 to 18 way call points with flush or surface mounting options
Dual output 12v DC Power supply (Timed 1.5A for lock & 1A for system)

0-20 second timed output lock release PSU with fail safe or secure
options

Encapsulated electronics
Illuminated name plate

To complete your ENTRitech system the addition of a suitable electric
lock gives added security and convenience

To allow emergency or internal release of the lock a break glass or push
button can be added to this system

Optional access keypad

MAKE YOUR OWN
UNIQUE
SYSTEM!

Itis possible to achieve
different configurations
by selecting either flush or
surface mounted master
units (shown under
specifiers options) and
choosing your desired
button modules.

D/ENT/AUDIO/3

3 way audio kit ¢/w stainless
steel 3 button call station, 1

power supply & 3 phones
SURFACE & FLUSH
MOUNTED DEPTH PROFILES
10mm
|ZI 50mm
40mm
D/ENT/AUDIO/8
D/ENT/AUDIO/8/FL
8 way audio kit ¢/w stainless ‘
steel 8 button call station, 1
power supply & 8 phones

Scan the code for more from the ENTRitech range and other related information
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Au d iO 0 n |y H an d 'Y=} Gl AUDIO ONLY HANDSET (D/ENT/AUDIO/HS)

Power 12V DC via call point

LHEUELTNN GG AN Surface mounted
Dimensions 90(W) x 220(H) x 57(D) mm

STAINLESS STEEL CALL STATIONS

Power 12V DC via PSU
Installation Method Surface mounted
Operating Temperature REGELILE
Material Stainless Steel

IP Rating P44
FLUSH MOUNTED AUDIO - CALL STATION WITH EMBEDDED INTERCOM

H Flush master unit with stainless steel 1 module unit complete with
Stalnless Steel Call RANE embedded intercom up to 6 ways (153mm H x 147mm W)

° Flush master unit with stainless steel 2 module unit complete with
Stat I 0 n S RN embedded intercom up to 12 ways (203mm H x 147mm W)

Flush master unit with stainless steel 3 module unit complete with
embedded intercom up to 18 ways (253mm H x 147mm W)

SURFACE MOUNTED AUDIO - CALL STATION WITH EMBEDDED INTERCOM

1 Module stainless steel unit surface mounted complete with
embedded intercom up to 6 ways (132mm H x 128mm W)

D/ENT/FL/3

et

ae8ot D/ENT/MASTER 1

2 Module stainless steel unit surface mounted complete with

UL G S embedded intercom up to 12 ways (182mm H x 128mm W)

3 Module stainless steel unit surface mounted complete with

SENEE embedded intercom up to 18 ways (232mm H x 128mm W)

ENT“"“"-
BUTTON MODULES

D/ENT/AUDIO/KP Digital keypad module
D/ENT/BUO1 1 Button module
D/ENT/BU02 2 Button module
D/ENT/BUO3 3 Button module
D/ENT/BUO4 4 Button module
D/ENT/BU06 6 Button module
D/ENT/BPO1 Blank plate

Electric Locks

25. e ELECTRIC LOCKS FOR ENTRitech SYSTEMS
D/EN}/MAG/BRACKET ‘ D/ENT/RIM Rim type fail secure lock release - Supplied with flush and surface
D/ENT/MORTICE/FL mounting plates - fail secure
Holding Force 250Kg
g Input 12V AC/DC
&> fs: _ o D/ENT/MORTICE/FL Dead bolt Mortice type 12V DC fail secure FLUSH mounting only
S/ ? ~ Holding Force
D/ENT/MAG/MON "N’ D/ENT/MAG Magnetic door lock Surface mount fail safe (open)

D/ENT/RIM Holding Force
Input
D/ENT/MAG/MON Magnetic door lock monitored Surface mount - fail safe (open)
Accessories Holding Force

Input
D/ENT/MAG/BRACKET Z & L Bracket for magnetic door locks (above)

POWER SUPPLY UNITS FOR ENTRitech SYSTEMS
D/ENT/AUDIO/PSU 12V 1.5Amp dual output power supply (no battery back up)
EMERGENCY DOOR RELEASE FOR ENTRitech SYSTEMS
D/ENT/SS/EB Stainless steel exit button
D/ENT/WH/ED White exit button

D/ENT/SS/EB & D/ENT/ EDR D/ENT/EDR Green Emergency door release unit

ACCESSORIES FOR ENTRitech SYSTEMS
DL\ RPA LS TP Time switch 24 hours, for tradesmans entrance
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Other ranges available from Channel Safety Systems include:

CHANNEL

alpine’ Dale forest
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LED emergency exit sign
LED emergency exit signage LED emergency exit signage from Channel Safety Systems LED emergency exit signage
from Channel Safety Systems from Channel Safety Systems

from Channel Safety Systems
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meteor Lirook Tlushlight

LED emergency luminaire

inai LED emergency luminaire LED emergency luminaire
from Channel Safety Systems from Channel Safety Systems from Channel Safety Systems

LED emergency downlights
from Channel Safety Systems
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Grove motionpro’ ENTRitech” iCapture”

VIDEO ONLY

—
Security lighting range

LED Twin Spot rom Channel Safety Systems

from Channel Safety Systems
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Video

door entn
from Channel

try Professional CCT
Safety Systems from Channel Safety Systems

ery operated fire system
m Channel Safety Systems

easy-fi
4 wire conventional fire alarm system
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Channel Safety Systems Limited, Petersfield Business Park, Bedford Road, Petersfield, Hampshire, GU32 3QA

Registered company no. 3853978




