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WARRANTY

3
Years



Comet

SPECIFICATIONS
Comet 100w Floodlight 
E/COM/100

Comet 200w Floodlight 
E/COM/200

Comet 300w Floodlight 
E/COM/300

Product Dimensions 281.6 x 320.9 x 38mm 385 x 470 x 51mm 428.6 x 470.6 x 70mm
Finish/Colour Black Black Black
IP Rating IP65 IP65 IP65
Dimmable (Yes/No) No No No
Product Weight 1.7kg 4.7kg 5.85kg
Packing Method Corrugated Box Corrugated Box Corrugated Box
Energy Rating A A A
Warranty 3 years 3 years 3 years
Lumen Output 8500lm 17000lm 24000lm
Lumens per Watt 85lm/W 85lm/W 80lm/W
CCT (K) 4000K 4000K 4000K or 6000K
RI (Ra) >80 >80 >80
Beam Angle 110° 110° 110°
Type of LED SMD SMD SMD
Input Voltage 220-240V AC 50Hz 220-240V AC 50Hz 220-240V AC 50Hz
Input Current 0.43A (@230V) 0.87 A (@230V) 1.37 A (@230V)
Input Power 100W 200W 300W
Power Factor >0.9 >0.9 >0.9
Elec. Classification Class I Class I Class I
Control Gear Spec N/A N/A N/A
Box Dimensions 311 x 68 x 355mm 429 x 102 x 524mm 429 x 102 x 524mm
Carton Dimensions 32.5 x 29.5 x 

37.5cm/4pcs
44.5 x 22 x 
54.5cm/2pcs

44.5 x 22 x 
54.5cm/2pcs

Box Weight 2.0kg 5.4kg 6.4kg
G/N Weight 9kg 12.2kg 12.8kg
Distance to Other obj. 0.5m 0.5m 0.5m
Fixing Method Surface mounted Surface mounted Surface mounted
Cut-out Size N/A N/A N/A
Ambient Temp -20°C - +40°C -20°C - +40°C -20°C - +40°C
Ceiling Depth N/A N/A N/A
Power Lead 1m 1m 1m
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